
Easy application & removal

Affordable

Not just for walls

Washable and non-porous

No adhesive required

Have patience

Tricky around corners

Texture

Limited to wall surface

Peel-and-stick wallpaper offers a world of possibilities for

decorating your home, rented apartment, or business. Because

it’s made of vinyl with an adhesive backing, you can apply it to

many surfaces, and it won’t cause damage when removed.

Peel-and-stick wallpaper is so cost-effective, you’ll be tempted to

change up your space with the seasons! 

You can apply peel-and-stick wallpaper on a multitude of flat

surfaces, from furniture, kitchen cabinets, shelves, and

appliances. 

Peel-and-stick wallpaper is made from vinyl, a plastic base

product, therefore it’s non-porous, making it the preferred

wallpaper for bathrooms and kitchens. The vinyl is heat cured

and can be wiped down with mild soapy water without

damaging the print of the wallpaper.

Because the peel-and-stick wallpaper is self-adhesive, it doesn’t

require sticky glues or mixing, and leaves no odour.

Peel-and-stick wallpaper can’t be manipulated on installation,

due to possibly stretching the vinyl. This means you need to take

your time installing it, and preferably have a helping hand.

Peel-and-stick wallpaper can be very tricky when applying

around fitted fixtures as your movement is limited due to the

high tack. It’s advised to start on a plain wall until your

confidence grows with application. 

Peel-and-stick vinyl wallpaper doesn’t come in many texture

options, but can be printed with a textured effect.

Peel-and-stick wallpaper loves smooth, pristine walls. It doesn’t

adhere well to textured walls, as the grooves in the wall create

small air pockets, making it difficult for the adhesive to stick to

the wall. 
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A coat of acrylic primer or bonding liquid (which you can

buy from a hardware store) provides an even surface, 

Wallpaper can’t adhere to a powdery surface. 

Newly painted walls need at least four weeks to dry

before applying your wallpaper. Remove all wall fittings,

plug covers, nails and mirrors when you’re ready to begin. 

Existing walls need special attention. Old paint can

become unstable and should be sealed with a primer or

sealer. 
Nail holes, chips, cracks and wall irregularities should be

filled. Once the compound dries, sand smooth and seal

the wall with primer. 

Walls covered with high- or semi-gloss paint should be

sealed with an acrylic primer, too. 

Newly painted walls need at least four weeks to dry

before applying your wallpaper. Remove all wall fittings,

plug covers, nails and mirrors when you’re ready to begin. 

Wallpaper won’t stick to a powdery surface. Surfaces

coated with flat (non-gloss) paint should be sanded

smooth, washed with an all-purpose cleaner, Let dry. 

Wallpaper is not advised for textured walls. The grooves

create air pockets, which mean the adhesive can’t adhere

to the surface properly. 

Ensure that all your wallpaper comes from the same

batch to eliminate any colour changes. 

Clean the surface, allow it to dry. If the wall has been

painted recently, you should wait for at least four weeks

for it to dry. 

Removing the entire backing at once will make handling

your wallpaper difficult. Peel in sections

Peel-and-stick wallpaper should only be applied vertically

Apply small sections of each panel at a time, smooth it

out from the center outwards. 

Forgetting to overlap panels: Make sure the pattern

matches perfectly. 

New walls

 

Existing walls

 

Remember to clean your walls 

 

Textured walls

Avoid these mistakes 

PROS & CON'S WALL PREP

If you’re not keen to install your wallpaper yourself, we have a list of

recommended installers for Gauteng, Cape Town, Durban, Knysna and

George. Please contact us; we’re happy to share their details with you. 


