
6. Line up the paper with the line you drew on the wall.
Begin at the ceiling and the top right corner of the wall, leaving

about 5cm hanging over the top and below the floor. Carefully line

up the wallpaper (ensure it is 100% straight from ceiling to floor)

and starting from the top peel away the backing and stick the top

of the paper (as perfectly straight as humanly possible) to the

ceiling/ cornice/top of the wall. 

Now slowly peel away more backing while flattening the freshly

peeled paper to the wall using a using a brush or card.

* IMPORTANT: 
We’ve left a handy overlapping area on the left hand side

of the wallpaper to help you with alignment. Ensure your next sheet overlaps the white margin. When

you’ve overlapped you need to keep overlapping till the second design lines up with the first, the design

will align perfectly.

7. Flatten the paper with a wallpaper brush or card.
To wallpaper a room properly, you need to eliminate wrinkles as

thoroughly as possible, or the wallpaper will look uneven and

bubbly. Smooth the paper from the middle out, using enough

pressure to force the bubbles out through the edges.If you do

create some wrinkles inadvertently, carefully pull a piece of the

paper away from the wall until you reach the wrinkle, and press it

out slowly.

8. Continue application, matching the pattern appropriately. 
Align the next piece to the first piece. When hanging wallpaper,

it’s important to match the patterns together as closely as

possible, if you’re using patterned wallpaper. 

Apply your next piece of wallpaper,

starting at the top, making sure to overlap the white margin by an

extra 2mm to the right of the previous piece of wallpaper. Repeat

as in step 6. Trim the excess from the top and bottom of each

piece of paper. When you install wallpaper, be careful not to tear it.

Use a flat hard object like a credit card to press the paper tight

against the wall, and cut the extra off with a razor blade.

Now repeat!

The right amount of wallpaper for your wall (use our handy roll calculator) 

A pencil 

Scissors 

A measuring tape 

A razor blade or Stanley knife 

A spirit level 

A wallpaper brush or something similar to push out any bubbles 

Disclaimer – Please note our wallpaper does not adhere to Dulux and Plascon washable paint! You will need to paint over the wall or sand it down.

INSTALLATION INSTRUCTIONS
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WALL PREP - BEFORE INSTALLING YOUR WALLPAPER, PLEASE VISIT OUR WEBSITE FOR WALL PREP GUIDANCE

THINGS YOU WILL NEED:

1. Turn off the electricity and remove wall plates
with a screwdriver.
To protect the outlets and yourself, it’s best to remove the panels

to ensure a clean-looking paper installation.

2. Clean the walls thoroughly.
Ensure there is no dust or dirt on your wall. Dirt or dust on the

wall can make the wallpaper lift from the wall. A good old

fashioned wipe down will do.

3. Smooth over cracks in the wall.
While you’ve got the chance, it’s best to smooth over the wall

before you paper over it. Apply crack filler to any cracks or holes in

the wall with a putty knife, then wait for it to dry. Afterward, sand

it smooth with fine-grit sandpaper. Lumpy walls will make for a

lumpy wallpaper, stippled or textured walls will make it difficult for

the wallpaper to stick – the smoother the better.

4. Draw guidelines on the wall.
Using your measuring tape mark the wall along the exact width of

your wallpaper, make a number of marks down the wall at the

same distance, using a spirit level or ruler connect these dots so

you have a clear guideline to apply your first wallpaper straight.

5. Cut a length of the wallpaper 5cm longer than the
wall’s height.
Softly draw a line using a pencil and straight edge (e.g. ruler or

carpenters level). Cut the wallpaper along this line. Scissors are

perfectly fine for cutting wallpaper.

Bryanston Shopping Centre

Upper Level

Monday - Thursday: 8:00am to 4:30pm

Friday: 8:00am to 2:30 pm


